
“BUILT for the NEEDS of TODAY’S FARMER”

FieldStar 3000
MOUNTED ON TANDEM AXLE 

7600 INTERNATIONAL TRUCK CHASSIS
Maxx Force 13 Engine • 425 Horsepower • Tandem Axle Mechanical Drive

Driver Control Power Divider Lock • Driver Control Locking Differential
4000 Allison Automatic Transmission • Air Ride Suspension

High Road Speed • 430/30 Front Wheels • 520/42 Rear Wheels
Other Tire Sizes Optional

FieldStar 1450
MOUNTED ON 7400 INTERNATIONAL/MACK GU432 CHASSIS

Maxx Force 9 Engine (IHC) / Cummins ISL-D (Mack)
330 Horsepower (IHC) / 345 Horsepower (Mack)

Allison RDS 3060 Automatic Transmission with Dual Mode Shift Pattern
2:1 Auxiliary Transmission • 6:83 Gears in Differential

Driver Control Locking Differential • 30,000 lbs. Rear Axle
Spring Ride Suspension (Air Ride Optional) • Front Mount PTO Provision (or PTO)

High Road Speed • 380/85 R34 Front Wheels • 380/90 R46 Rear Wheels
Other Tire Sizes Optional • Dry Weight: Approx. 24,000 lbs.

FieldStar 2000
MOUNTED ON 7400 INTERNATIONAL/MACK GU432 CHASSIS

Maxx Force 9 Engine (IHC) / Cummins ISL-D (Mack)
330 Horsepower (IHC) / 345 Horsepower (Mack)

Allison RDS 3060 Automatic Transmission with Dual Mode Shift Pattern
2:1 Auxiliary Transmission • 6:83 Gears in Differential

Driver Control Locking Differential • 30,000 lbs. Rear Axle
Spring Ride Suspension (Air Ride Optional) • Front Mount PTO Provision (or PTO)

High Road Speed • 380/85 R34 Front Wheels • 380/90 R46 Rear Wheels
Other Tire Sizes Optional • Dry Weight: Approx. 24,000 lbs.

CONTACT INFORMATION 
Please feel free to contact us at any time with 
questions you have regarding our sprayers.

SprayFlex Sprayers, Inc.
1128 B Cormorant Avenue

Detroit Lakes, MN 56501 • 1.855.777.3539

Jay Mercil - President/Marketing Manager
Cell: 701.360.3544 • info@spray�  exsprayers.com

FieldStar 1500
MOUNTED ON 7400 INTERNATIONAL/MACK GU432 CHASSIS

Maxx Force 9 Engine (IHC) / Cummins ISL-D (Mack)
330 Horsepower (IHC) / 345 Horsepower (Mack)

Allison RDS 3060 Automatic Transmission with Dual Mode Shift Pattern
2:1 Auxiliary Transmission • 6:83 Gears in Differential

Driver Control Locking Differential • 30,000 lbs. Rear Axle
Spring Ride Suspension (Air Ride Optional) • Front Mount PTO Provision (or PTO)

High Road Speed • 380/85 R34 Front Wheels • 380/90 R46 Rear Wheels
Other Tire Sizes Optional • Dry Weight: Approx. 24,000 lbs.


